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EDGE OF EXISTING PAVING

NEW COBBLESTONE
EDGING OF 5x7 PAVERS
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6'-4 1/4"

LEADERS TIE INTO 4" PVC
PIPE DRAINING TO DAYLIGHT

REMOVE AND REINSTALL STONE RUBBLE AFTER
INSTALLATION OF 6" DRAINAGE PIPE

SAWCUT EXISTING PAVING, INSTALL  DRAIN
PIPE, BACKFILL TRENCH, AND PATCH PAVING
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tree and shrub protection fence
and hay bales
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SAWCUT EXISTING ASPHALT PAVING
AND REMOVE TO BUILDING FACE

EXISTING PAVING
WEAR COURSE

EXISTING PAVING
BASE COURSE

EXISTING SUB BASE TO
REMAIN UNDISTURBED

EXISTING "UNDISTURBED" EARTH

NEW PAVING STONES SET SLIGHTLY PROUD
OF PAVEMENT SURFACE.

NEW 6" PERFORATED DRAIN
PIPE WRAPPED IN FILTER FABRIC

3/4" WASHED CRUSHED GRAVEL TO A
MINIMUM DEPTH OF 4" BELOW DRAIN
PIPES AND CATCH BASINS

SEE PLAN

2'-0" +/-

10" +/-

PROTECT EXISTING
BRICK AND STONE
MASONRY WALL,
BOTH ABOVE AND
BELOW GRADE

LEAVE PORTION OF
EXISTING PAVING AND
SUB-BASE UNDISTURBED
TO PROTECT WALL

NEW 3/4" WASHED,
CRUSHED GRAVEL

9" SQUARE CATCH BASIN
(BEYOND) WITH SLOTTED
CAST IRON GRATE

PROTECT EXISTING
BRICK AND STONE
MASONRY WALL,
BOTH ABOVE AND
BELOW GRADE
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